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CT 330 electronic detectors 

Fast, simple, reliable and updateable! 
 
This bestseller in counterfeit detection checks all Euro 
notes and (if ordered) a second currency. Thanks to its 
rechargeable battery (Plus version) this detector is 
mobile. No need to rely on the human observation: it is 
NOT necessary anymore thanks to the 100% result in the 
counterfeit test!  
 
And when banknotes and/or features might change in 
future: the update function allows you always to have 
the most recent software without any nerving 
downtime of your detector! 
 

 

CT 330 Standard 

 
 updateable for 
new notes and 
other currencies 

 4-way input 
 very quick: less 
than 0.5 second 

 rechargeable 
battery not incl. 

CT 330 Plus 

 
 updateable for 
new notes and 
other currencies 

 4-way input 
 very quick: less 
than 0.5 second 

 with rechargeable 
battery 

most important features 
 

 The CT 330 can test the Euro (default) and 
a second currency 

 Easy-to-use 
 Detection speed: ≤ 0.5 second a note 
 Euro banknotes can be loaded 
lengthways in every direction (other 
currencies depending on features) 

 The unit can be set to eject notes from the 
front or the rear 

 Multifunctional display: shows the number 
of accepted notes together with a grand 
total OR the individual value per note 

 Automatic clear function of display after 
20 seconds 

 Updateable via PC 
 Adapter included 
 Optional accessories: update cable, 
update software, 12 V adapter cable for 
cigarette lighter 

 
 

technical specifications 
 

 dimensions (H*W*D) 
 weight 
 power 
 signal 
 certificate 
 adapter 
 

 guarantee 

90*120*220 mm 
0.8 kg 
110-230 V / < 5 W 
optical & acoustic 
CE 
TÜV/GS/CE–
certificate 
12 months 

 

100% secure 

 

 

 
 

All counterfeit AND 
genuine  notes have 
been recognised in 

the tests!  

 

checks following safety features 
 

 UV MT MG IR 2D 3D CIS 

 ultra 
violet 

magn. 
code 

magn. 
ink 

infra 
red 

height 
check 

width 
check 

colour 
image 
sensor 

Standard  � � � �   

Plus  � � � �   

 


