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Network Interface

1. Manual Information

The purpose of this manual is to provide information on the operation and usage
instructions of the Ethernet Interface for the Metapace Printers.

We at Metapace maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.

2. Specifications

2-1 Hardware version

Interface Card Picture

IFA-EP TYPE

2-2 Configuration Tool
Metapace provides 2 types of network communication set up utilities as a below.

- Configure_Vx.x.x.exe
- Web Server
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3. How to install
1) Check the interface version.

[Note]

Each version uses its own Configuration Tool.

2) Turn off the printer and insert the interface card.

Network Interface

Interface Card Printer

Picture

IFA-EP TYPE Metapace T-3
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4. Configuration Tool

Network Interface

4-1 Static IP interface set up

1) Turn on the printer.

2) Execute Configure Tool.

¥ Configure_¥1.01
File(E}  Action(a)

Board list

HNormal

Network Setting

IP Aiddress [:::::::::::::::] Speed

Subnet Mask I:I Data hit
Gateway [::::::::::::::::] Parity :
Stop hit :

Local Port [:::::]
Inactivity time [::::::] SEec.
[default : 0O}

Flow control

0 DHCP Mode Firmware Wersion

X

Search Setting Exit

Serial Setting

1 B bit

i Hardware

—

MNone

1 bit

L]

Metapace

[Note]

- Use proper Configuration Tool dependent on hardware version

3) Click Search.

¥ Configure_¥1.01

File(Ey Action{&)

Board list

HNormal

Network Setting

IF Aiddress [:::::::::::::::] Speed

Subnet Mask I:I Data hit
Gatevay [::::::::::::::::] Parity :
Stop bit =

Local Port [:::::]
Inactivity time [::::::] sec.
sy

[default :

Flow control

[0 DHCP Mode Firmware Wersion

X

Search Setting Exit

Zerial Setting

: 8 bit

: Hardware

_—

Mone

1 hic

[ ]

Metapace

[Note]

- If Windows Security Alert pops up, please press Unblock.
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Network Interface

%2 Windows Security Alert [$__<|

®/  zome features of this program.

@ To help protect your computer, Windows Firewall has blocked

Do you want to keep blocking this program?
&% Mame: Configure
Publizher:

K.eep Blocking ]

Unblock, Azk Me Later

Ywindows Firewall haz blocked thiz program from accepting connections from the
Internet or a netwark. |F pou recognize the program or trugt the publizher, vou can
unblock it. Wwhen should | unblock a program?

4) Select MAC Address in Board list and set up Network Setting.

=4 Configure_¥1.01

FilelE)  Action{)
Network Setting Serial ZSetting
Board list
_ilon:15:94:50:1¢:98 IF Address [ 19z.16m.192.123 Speed m
‘ ubnet Mask Z55.255.255.0 Data hit : § bhit
MAC Address
Gateway 192.165.192.254 Parity : None
Local Port 9100 Stop bit : 1 hit
Inactivity time III sec. Flow control : Hardware
[default @ 0O)
D DHCF Mode Firmware Wersion I:I
Search Setting Exit
Status : Normal Hetapace

[Note]
- If many MAC addresses appear, refer to the MAC address on the label of the

Interface card. Ask the Network administrator IP and its related information.
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Network Interface

- If you are not aware of Subnet Mask, refer to the below.
When the IP address is
(1) 1~126.xxx.xxx.xxx: Subnet Mask: 255.0.0.0
(2) 128~191.xxx.xxx.xxx: Subnet Mask: 255.255.0.0
(3) 192~223.xxx.xxx.xxx: Subnet Mask: 255.255.255.0
For example, when the IP address is 192.168.192.321,
Subnet mask is 255.255.255.0.

- If you are not aware of Gateway,
(1) When the Network is connected to Internet (Router or Server computer),
Refer to the Network setting of other computers on the Network.
(2) When the Network is not connected to Internet (Router or Server computer),
Enter 0.0.0.0 for Gateway.

5) Enter value at Local Port.

=% Configure_v1.01
File(E}  Actionia)

Network Setting Serial Setting

Board list

JDD:IS:Q‘}:SD:IC:QB IF iddress 192 .1658.192.123 Speed  |oggnp -
Subnet Mask 2E55.255.255.0 Data hit : & bit
Gateway 192.165.192.254 Parity : None

[ Lozal Port 9100 Stop bit : 1 hit
Inactivity time [::::::] sec. Flow control : Hardware

[default = O)

[ DHCP Mode Firmware Version I:l

Search Setting Exit

Status : Normal Metapace

[Note]
- Default value is 9100. Choose from 0 to 32767.
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6) Set Inactivity Time as ‘0’.

=% Configure_v1.01

Network Interface

File(E) Action{a)

Board list
_ion:15:94:50:1C:98

Gateway

Network Setting

IP Lddress 192.168.1592.123
Subnet Mask 255.255.255.0

Lozal Port 9100

Serial Setting

Speed  |oggnp =

Data hit : 8 bhit
192.165.192.254 Parity : None
Stop bit : 1 hit
Flow control : Hardware

Inactivity time [::::::] sec.

[default = O)

[ DHCP Mode

Search

Jtatus : Normal

Setting

Firmware Version

[ ]
X

Exit

Metapace

[Note]

- Default value is 0. Choose from 0 to 32767 .
- When you set Inactivity time, Ethernet interface will disconnect by force

after designated time. When you set 0, Forced disconnection function is not available.

7) Set baud rate (Speed) at Serial Setting.

=4 Configure_¥1.01

File(E) Action{A)

Board list
_#lon:15:94:50:1C:98

[ DHCFP Mode

Search

3tatus : Normal

Network Setting

IP Address
Subnet Mask
Local Port
Inactivity time [::::::] sec.

[default @ 0O)

Setting

Serial Setting

Speed m
Data hit : & bhit
Parity : None
Stop bit : 1 kit
Flow control : Hardware

Firmware Version

[ ]
X

Exit

Metapace

[Note]

- The baud rate (Speed) should be same as the baud rate of the printer.

(Refer to [Appendix 1])

- Highest baud rate (Speed) can be used.
- The baud rate (Speed) of Metapace T-3 don’t need to setting.

Rev.1.00
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8) When setting finishes, click Setting.

#% Configure_¥1.01

Network Interface

File(E) Action(A)

Network Setting
Board list

Ciloo:15:94:50:1c:98

Local Port 9100

[default = 0O)

O pHCP Mode

B

Search Setting

i)
m
S

Status : MNormal

IF ALddress 192.168.192.123
Subnet Mask Z255.255.255.0
Gateway 192.168.192.254

Inactivity time [::::::] sec.

Serial Setting

Speed  |ggnp =

Data hit : § bhit
Parity : None
Stop bit : 1 hit

Flow control : Hardware

Firmware Version [:::::::]

Metapace

[Note]
Successfully finished set up

x

;.QL) Complete setting the board

Unsuccessfully finished set up
x|

1 ) Fail ta set the board

- When setting doesn't finish correctly, try again.

9) Click Exit to finish set up.

#% Configure_¥1.01

File(E) Action(A)

Network Setting
Board list

Ciloo:15:94:50:1c:98

IF ALddress 192.168.192.123

Serial Setting

Speed  |ggnp =

Status : MNormal

Subnet Mask Data hit : 8 bit

Gateway Parity : None

Local Port Stop bit : 1 bit
Flow control : Hardware

Inactivity time [::::::] sec.
&N

[default :

O pHCP Mode Firmware Version

B

Search Setting

[ ]

Metapace
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4-2 DHCP interface set up

1) Turn on the printer.

2) Execute Configure Tool.

¥ Configure_¥1.01

Network Interface

File(Ey Action{&)

Board list

HNormal

Network Setting

IF Aiddress [:::::::::::::::] Speed

Subnet Mask I:I Data hit
Gatevay [::::::::::::::::] Parity :
Stop bit =

Local Port [:::::]
Inactivity time [::::::] sec.
)

[default :

Flow control

[0 DHCP Mode Firmware Wersion

X

Search Setting Exit

Zerial Setting

: 8 bit

: Hardware

_—

Mone

1 hic

[ ]

Metapace

[Note]

- Use proper Configuration Tool dependent on hardware version.

3) Click Search.

5 Configure_¥1.01

File(Ey Action{A)

Board list

Normal

Network Setting

IP iddre=ss [:::::::::::::::] Speed

Subnet Mask l:l Data bit
Gateway [::::::::::::::::] Parity :
Stop hit :

Local Port [:::::]
Inactivity time [::::::] Sec.

[defaultc : 0O)

Flow control

O DHCP Mode Firmware Wersion

X

Search Setting Ewit

Serial Setting

: 8 bit

: Hardware

—

Hone

1 hit

L]

Metapace

Rev.1.00
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Network Interface

4) Select MAC Address in Board list and check at DHCP Mode.

¥ Configure_¥1.01
File(E}  Action{a)

Network Setting Serial Setting
Board list

JUU=15=94"5U=1C=93 IP lddress | 152.168.192.123 Speed m
Subnet Mask Data bit : 8 bhit
MAC address 255.255.255.0
Gateway 192.165.192.254 Parity : None
Local Port 2100 Stop bhit : 1 hit
Inactivity time III sec. Flow contraol @ Hardware

[defanlt : 0)

Firmware Version I:I

X

Search Setting Exit

Status : Normal Metapace

[Note]

- If many MAC addresses appear, refer to the MAC address on the label of
The interface card.

- Ask the Network administrator IP and its related information.

5) Set baud rate at “Speed.

% Configure_V1.01
File(Ey  Action(s)

Network Setting Serial Setting
Board list

100:15:94:50:1(}:98 IP iddress Speed m

Subnet Mask Data bit : 8 hit
Gateway Parity : None

Local Port Stop kit : 1 bit

Inactivity time III sec. Flow control : Hardware
[default : 0)

Firmware Version I:I

X

Search Setting Exit

Status : Normal Metapace

[Note]

- The baud rate (Speed) should be same as the baud rate of the printer.
(Refer to [Appendix 3])

- Highest baud rate (Speed) can be used.

- The baud rate (Speed) of Metapace T-3 don’t need to setting.
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Network Interface

6) When setting finishes, click Setting.

[Note]

¥ Configure_¥1.01
File(E}  Action{a)

Network Setting Serial Setting
Board list

_ilon:15:94:50:1c:08 IP Address Speed m

Subnet Mask Data bit : & hit
Gateway Parity @ None

Local Port m Stop bit : 1 bit

Inactivity time III sec. Flow contraol @ Hardware

[defanlt : 0)

Firmware Version I:I

X
Exit

Status : Normal Metapace

Search Setting

Successfully finished set up Unsuccessfully finished set up

rformation S intormation SN

3 £
\Ij) Complete setting the board ;5) Fail to set the board

- When setting doesn't finish correctly, try again.

7) Wait approximately 10 or more seconds until the printer receives IP from the server.

Rev.1.00
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Network Interface

8) Click Search to check given IP.

anfigure_¥i

File(E) Action(A)

Board list

Network Setting

“Hloo:is:z4rsoric:os

Status Normal

IFP biddress Speed
Subnet Mask Data bit

Gateway Parity
Local Port - Stop hit

Flow control

Inactivity time |I| sec.

[default @ 0O)

DHCF HMode Firmware Version

Search Setting Exit

Serial Setting

: None

9600 -

g hit

1 hic

Hardware

[ ]

Metapace

9) If the given IP is OK, click Exit.

anfigure_Vi.01

File(E) Action(A)

Board list

“#loo:1s:94:50:1c:98

dtatus Normal

Network Setting

IF bLddress Speed
Subnet Mask Data bit
Gateway Parity
Stop hit

Local Port 9100
Inactivity time |I| sec.
: 0)

[default

Flow control

DHCF HMode Firmware Version

- |

Search Setting

Serial Setting

i None

SE600 -

g bhit

1 hic

Hardware

[ ]

Metapace
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Network Interface

5. Web Server

1) Execute Internet Explorer.

2) Enter IP address of the printer at Address of Internet Explorer and click go.

Address |&] http:/{192.168.192..123]

Configuration

F/ ' ver, 2.1
M AC 00 15:94:50:1C:98
Source IP 192.168.192.123

Subnet Mask | 255,255.256.0
Gateway IP 192.168.1592.254
Local Port 9100

Imactivity Time |0

DHCP mode [

[Note]
- If you are not aware of IP address, check IP address by pushing Function key.
- Ask Network administrator IP Address and its related information.

3) When Configuration Window appears, enter new Network Setting.

Configuration

F/YY ver, 2.1
hAAC 00 15:94:80:1C:98
Source IP 192168192123

Subnet Mask | 285 256.255.0
Gateway [P 192,168, 192,254
Local Port 9100

Inactivity Time |0

DHCP mode ]
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Network Interface

[Note]
- If you are not aware of Subnet Mask, refer to the below.

- When the IP address is
(1) 1~126.xxx.xxx.xxx: Subnet Mask: 255.0.0.0
(2) 128~191.xxx.xxx.xxx: Subnet Mask: 255.255.0.0
(3) 192~223.xxx.xxx.xxx: Subnet Mask: 255.255.255.0
For example, when the IP address is 192.168.192.321,
Subnet mask is 255.255.255.0.

- If you are not aware of Gateway,
(1) When the Network is connected to Internet (Router or Server computer),
refer to the Network setting of other computers on the Network.
(2) When the Network is connected to Internet (Router or Server computer),
enter 0.0.0.0 for Gateway.

[Note]
- When the setting finishes successfully, the following message appears.

Please press here if you would like to back to the configuration

4) If you click the message, you can check your configuration setting.

[Note]
- If any change was not found after setting on Web Server, check the bellows.

(1) Execute Internet Explorer.

(2) Internet Explorer Menu — Tools — Internet options.

tlail and Mews »
Synchronize...
Windows Update

Shaow Related Links

Inkernet Options. ..

Rev.1.00 -15 -



(3) General tab — Temporary internet file — Settings.

Internet Options E' [‘E

General ISecurity. Privacy Eontent. Connections | Programs | Advanced|

Network Interface

Home page
% You can change which page to use for vour home page.
Address: | lisapifredir. dil? i msnhome |

[ Usge Current ] [ Use Default ] [ Use Blank ]

Temporary Intermet files

<y Pages you view on the Intemet are stored in a special folder
@ Y for quick viewing later.

[Delete Cookjes...] [ Drelete Files... ] I Settings... ]

Hizstary

The History folder contains links to pages you've visiked, for
quick access to recently viewed pages.

Days to keep pages in histony: 520 3_ Clear History

Colors.... ] [ Fonts... ] [ Languages... ] [Accgssibility...]

[ Ok ][ Cancel ]

(4) Check for newer version of stored pages — Click Every visit to the page.

Settings E|®
&

Check for newer wersions of stored pages:
© e

O Every time you start Internet Explorer
() dukomatically

(O Mever

Temparary Internet files Folder

Current location:  E:iDocuments and
SettingsidreanfishiLocal
Settings\ Temporary Internet Files),

Amount: of disk space to use:

i, = 3z 2| Me

[ Move Folder... ] [ Wiew Files.., H Wiew Objects... ]

[ OK H Cancel ]

(5) Click Refresh in Internet Explorer.

Rev.1.00

-16 -



Network Interface

6. Ethernet Test by using Windows Test Page

You can use the Windows printer driver as shown below when there is no test program.
Operating systems that allow you to use the Windows printer driver are Windows 2000, XP,
2003 Server, VISTA, 2008 Server, 7.

1) Install the Windows printer driver.

[Note]
- The Windows driver is included in the CD, and you can download the latest
version from our home page.

(www.metapace.com)

2) Click the Start button, and then select “Printers and Faxes.”

Microsoft Update

%

Set Program Access and Defaults

3

&2 Windaws Catalog

% Windows Update

J ‘Win SRP-275_W3.1.3Ea 3
E' Programs 3
;. Documents 3

Settings

j"l Search
) Help and Support

[ ?)
=] Run...

Log OFf Testpcz_xp...

2
@ Turn OFf Computer. ..

Windows XP Professional

3) Select and right click on the corresponding model, and then select “Properties.”

Open

Set as Defaulk Prinker
Prinking Preferences. ..

Pause Printing

sharing...
Ise Prinker QOFffline

Create Sharkouk
Delete

Renarne

Rev.1.00 -17 -


http://www.metapace.com/

Network Interface

4) Select the “Ports” tab from the “Properties” window.

5) Click “Add Port...”

Rev.1.00

& Metapace T-3 Properties

Calor Management || Device Settings | Additional Commands || About |
: LGeneral H Sharing | Forts | Advanced |

|Meta|3ace T-3 |

Location: | |

Comment;

tModel: Metapace T-3
Features
Calar: ves

Double-zided: Mo

Paper available:
80 % 3276 mm[T3]

Staple: Mo

Speed; Unknown

Mawimurn resolution: 180 dpi

[F'r_inting Preferences...] ’ Frint Test Page

[ ar. J[ Cancel ]

& Metapace T-3 Properties

| Color Management || Device Settings Additional Commands About |

[ General [ Sharing | Parts

e

E{ﬁ Metapace T-3

Brint to the following port(z). Documents will print to the first free
checked port.

Part Description Printer
Printer Port
Prinker Port
Frirter Paort
Serial Port
Serial Port B
Serial Port

Serial Part M

|*

Metapace T-3

O LPTZ:
O LPTx
O comi:
O comz
O coM3:
O comé:

I Add Part... I [ Dielete Part ] [ Configure Port...

Enable bidirectional support
[ Enable printer pooling

Advanced

Cloze

-18 -



Network Interface

6) Select “Standard TCP/IP Port” and click “New Port...”

Available part bypes:

Standard TCP/IP Port

INew Part... I ’ Cancel ]

7) Click the [Next] button in the “Add Standard TCP/IP Printer Port Wizard” window.

Add Standard TCP/IP Printer Port Wizand E|

Welcome to the Add Standard
TCP/IP Printer Port Wizard

You uze thiz wizard to add a port for a network, printer.
Before continuing be sure that:

1. The device is turned on,
2. The netwark iz connected and configured.

To continue, click Mest.

uexw |[ Cancel ]

8) Enter the IP address assigned to the printer in the “Printer Name or IP Address” field in
the “Add Port” pop up window, and then click the [Next] button.

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device do you want to add a part?

Enter the Printer Marme ar IP address, and & part name faor the desired device.

Printer Mame or IP Address: I 192168191123 I

Part Mame: IP_132.168.151.123

[ ¢ Back ]uexh I[ Cancel ]

[Note]
- Enter the same IP address entered during the installation of the interface card.
Only enter the “Printer name or IP address.”

Rev.1.00 -19 -



Network Interface

9) Click the [Next] button in the “Additional Port Information Required” window.

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could nat be identified.

The device is not found on the network. Be sure that:

1. The device is tumed on.

2. The network iz connected.

3. The device is properly configured.

4 The addrezs on the previous page iz comect.

If you think the address is not comect, click Back to return to the previous page. Then comect
the address and perform another zearch on the netwark. If pou are sure the address iz correct,
select the device type below.

Device Type

[OF]=T = [l 5 eneric: Metwork Card

) Custom

¢ Back ]I Mest » I[ Cancel

[Note]
- Click the [Next] button to proceed without any changes.

10) Click the [Finish] button at the “Completing the Add Standard TCP/IP Printer Port
Wizard” window.

Add Standard TCP/IP Printer Port Wizard g|

Completing the Add Standard
TCP/IP Printer Port Wizard

Y'ou have selected a port with the following characteristics.

SMMP: Mo
Protocal; R, Port 9100
Drervice: 192168192123

Part Mame: IP_132168.192123
Adapter Type: Generic Metwark Card

To complete thiz wizard, click Finish,

[ <Back |f  Finish l[ Cancel ]

11) Click the “Cancel” button in the Printer Port window, closing the window.

Available part bypes:

Lacal Port

Standard TCP/IP Park

Mew Part... ”I Cancel I

Rev.1.00 -20 -



12) Click the “Configure Port...” button in the “Properties” window.

& Metapace I-3 Properties

Color M anagement Device Settings Additional Commands About
General Sharing | Parts

c:'--lg Metapace T-3

Printt bo the following port(z). Documents will print to the firzt free
checked port.

[

Port Description Frinter

O cam1: Serial Part

O comMz Serial Port

O comMz: Serial Port

O COM4: Serial Poit

O FILE:  Frint ta File

IP_1.. Standard TCPAP Port Metapace T-3

’ Add Port... ” Delete Paort ]I Configure Port... I

Enable bidirectional support
[ Enable printer poaling

Network Interface

Advanced

[ ark J[ Cancel ]

13) Enter the same number as the local port number set during the installation of the
interface card in the “Port Number” field in the Raw Settings.

[Note]

Configure Standard TCP/IP Port Monitor

Port Settings |

Bt Name: | AREFRIEAE

Printer Mane or IP Address: |‘IS2,1 68192123

Pratocal

@ Baw OLPR

Fiaw 5ettings
Port Humber: Il 9100 ||

LPR Settings

LPR Bute Counting Enabled

[] SMMP Status Enabled
| |
| |

ok ][ Cancel ]

- Do not change any other items except the RAW Settings.

Rev.1.00
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14) Click [OK] when you finish entering the required values, and then click the [Apply]

button.

Configure Standard TCP/IP Port Monitor

Part Settings |

Part Mame:

Printer Mame or IP sddress:

Pratocal

@ Raw

Faw Settings

IF' 192.165.1!

|192.188.192.123 |

OLPR

Port Mumber: | 9100

LPR Settings

LPR Bute Counting Enabled

[ SMMP Status Enabled

15) Select the “General” tab in the Properties window, and then select the “Print Test

Page” to check the printing status.

r Metapace T-3 Properties

mEoID_lManagement || Device Settings || Additional Commands || About |

TGeneral ] Sharing

|| Ports || Advanced

@

=

|MetaDace T3

Location; |

Comment:

todel Metapace T-3
Featurex

Color: es

Double-zided: Ma

Staple: Mo

Speed: Unknown

b asimumm resolution: 180 dpi

Paper available:

80 % 3276 mm (T3]

[F'l_inting Preferences. .. ] I

Frint Test Page I

|

ark J[ Cancel ]

Rev.1.00
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7. Factory Reset

1) Default setting after factory reset
- Activate DHCP mode
- Local Port: 9100
- Inactivity Time: 0

2) How to reset
(1) Turn off the printer.
(2) Turn on the printer while pressing Function Key.

[Note]
- Press Function key 3 more seconds after turning on the printer.

(3) Wait 10 seconds until new IP address is allocated to the printer.
- The IP address will be allocated automatically under DHCP mode.

[Note]
- DHCP Network environment
Connect to web-server with newly allocated IP address.
Check new IP address by pressing Function key.

- Static IP Network environment
The IP address will not be allocated automatically.
Set up Static IP with Configuration utility.

(4) Print Network setting information by pressing Function key.
Connect web-server to change any network setting.

Rev.1.00 -23-
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8. Function Key set up

1) How to use

(1) Turn on the printer
(2) Wait 10 or more seconds until the Ethernet interface boots up

(3) Push the Function key

Function key

(4) The settings will be printed only one time since the printer is turned on.

(5) Turn off and on the printer to print them again.

2) Printed settings

- MAC address

- I[P address

- Subnet Mask

- Gateway

- Port

- Inactivity time

- Firmware Version

Rev.1.00 -24 -
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9. Troubleshooting

When printing doesn’t work
1) Check network setting

2) PING Check

- |IP Address
Check whether the IP Address band of the printer are the same. The
first three digits of the four digit value in the IP Address must be the
same.

- Subnet Mask
Check whether the subnet mask of the printer matches with the one in
host(PC, PDA).

- Port
Check whether the port configured in the printer and the host (PC,
PDA) are the same.

Checking IP collision

Ping TEST

Rev.1.00

- When entering IP address manually without using DHCP, you must
check whether the corresponding IP address is used by other
equipment. The printer may not work normally when there is a
collision in the IP address.

- When the printer is turned off, carry out the Ping Test to the printer IP.

- Turn off the printer.

- Select “Run” from the Windows Start menu, and then enter “cmd”.
- Enter “ARP —d” and delete ARP table.

- Enter “ping {printer IP}".

- ARP —d, ping {IP address}

et CIWWINDOWSWsystem3ZWemd. exe

C:#Documentz and Settings>arp —d
C:WDocuments and Settings>ping 192.168.1.141
Pinging 192.168.1.111 with 32 hytes of data:
Request timed out.

Request timed out.

Hegquest timed out.

Hegquest timed out.

Ping statistics for 192_168.4 _14i:
Packets: Sent = 4, Received = B, Lost = 4 (188x loss>.

C:#Documentz and Settings>

-25-
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When you see “Request timed out.” as shown below, it means that there is no collision.
The corresponding IP can be used.

On the other hand, if there is a reply as shown below, then the corresponding IP is used by
another network terminal and it cannot be used for the printer IP.

et CHWWINDOWSWsystem3ZWemd. exe
IC-WDocuments and Settings>ping 192.168.1.111

Pinging 192 _.168.1.1 with 32 bytes of data:

Reply from 192_168.1.111 : bytes=32 time<ims TIL=64
Reply from 172.168.1.111: hytezs=32 time<imz TTL=G4

Reply from 192.168.1.111: hytes=32 time<ims TTL=G4
Reply from 192.168.1.111 : hytes=32 time{ims TTL=64

Ping statistics for 192_168.1.4141 :

Packets: Sent = 4, Received = 4, Lost = B <Bx loss>.
Approximate round trip times in milli-seconds:

Minimum = Bms. Maximum = Bms. Average = Bns

C:WDocuments and Settings>

3) Check Cable

When using Ethernet

- In order to check whether the problem is due to the LAN cable,
connect the cable connected to the printer to other terminals or the
PC to confirm whether its operation is normal.

[Appendix 1] Details of interface card

Item Details
Network interface 10/100 Base-T All in one (Auto detection)
Protocol TCP, IP, ICMP,IGMP, ARP, HTTP
IP mode static IP, DHCP (Dynamic Host Configuration Protocol)
RX buffer 2K Byte
Flow control Hardware (RTS/CTS)

[Appendix 2] Virtual Driver

It converts output of Serial (COM) port into output of Ethernet (TCP/IP) port.
It is available for Windows 2000, XP, 2003 Server, VISTA, 7.
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