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NV Image Tool

1. Manual Information

The purpose of this manual is to provide information on the operation and usage
instructions of the NV Image Tool for the Metapace T-3 Printers.

This program helps you to download user-defined images to the flash memory in the
printer and to recall and print those images with fast speed.

We at Metapace maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.

2. Usage Environment
2-1 Operating System
Following operating systems are supported for usage.

Microsoft Windows 2000

Microsoft Windows XP (32bit/64bit)

Microsoft Windows 2003 Server (32bit/64bit)
Microsoft Windows Embedded For Point Of Service
Microsoft Windows Embedded POS Ready 2009
Microsoft Windows Vista (32bit/64bit)

Microsoft Windows 2008 Server (32bit/64bit)
Microsoft Windows 7 (32bit/64bit)

2-2 Device Property

Use of this Utility is supported on the following property.

. Download
Model Serial | Parallel | USB Ethernet Image Count Color mode
Metapace T-3 0] O] O O 255/78 Mono / Color
O: Supported

X: Unsupported
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3. Ready to NV Image Tool

NV Image Tool is included in the enclosed CD.

The Name of Execute File is “NVImage.exe”.

Also you can execute through “Windows driver property”

- .
mmimarspomie

|

General I Sharing | Ports | Advanced | Color Management | Security

Device Settings | NV Image & Additional Command5| Open Drawer I About

Text & Command [ Bample: <1B700015FF:> or <1B>p<0015FF> ]
Start Doc
NV image printing: lNo NV image printed v]
Text &
Command

Start Paoe
NV image prirting: | No NV image printed -

Text &
Command

End Page
NVimage printing: | No NV image printed -
Tent &
Command

End Doc
NV image printing: lNo NV image printed V]
Text &
Command

NV Image Prirting

@ Monochrome () Calor NV TOOL

NV Image Tool

[ ok ][ Cancal
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NV Image Tool

4. Usage of NV Image Tool

1) Run the “NVImage.exe” file.

2) Upon initiation of the program, the following main window will be appeared.

Y N¥ Image Tool for Metapace V1.0.0

X

o, | [atme | Size |
1 cafeblue208 bmp 1
Crigrial nage Transformed nage
Logo Files : 1 /258 Bitmap Selection Change Color Range Color

Logo Size Total : 1 F 236 KByte . Fil - o
pen File THRESHOLD [P -
ponliatin R
: E Remowve J—

Reset |
e et 7 5

T T T I:I L & Mot Lo
Dovenload Mode : 1 Color thermal R Yalle
Interface : usg -
Part : UsB001:

Download..
L “alue e I:I
Print N '7 e

3) Click “Port Setting” button to set communication configuration.

Y Comm Configuration g|

Step 1, Select Printer Model
[Fetapace T-3(Monad ]|

Step 2, Select Interface

U8 =]
Step 3. Set Configquration
Part @ [USEOOT: |

Line Width Set

| = | dot
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NV Image Tool

4) Set the port and the communication configuration that corresponds to the printer.

Y Comm Configuration PX| ¥ Comm Configuration El

Step 1. Select Printer Model Step 1, Select Printer Model
[Metapace T-3(Maona) = [Metapace T-3(Mona) =
Step 2. Select Interface Step 2, Select Interface
[USE] | [Serfal |
Serlal
Step 3.[Parallel Step 3, Set Configuration
Fort : %Hj Port : [mmER 00 -
Baudrate : [19200 ~|
DataBits : |8 -]
StopBits : 1 -]
ParityBits :  [NONE -]
Flow control @ [Hardware |
Line Width Set Line Width Set
— —

Ok | Cancel | Ok | Cancel |

5) After selecting the configuration press “OK” button to complete the communication
configuration setting, and press “Cancel” button to cancel the configuration selected.

6) The images can be opened / added, deleted in the Image list box using three buttons in
Bitmap selection. Only bmp type of image is available to download.

Y N¥ Image Tool for Metapace V1.0.0 F7|
o, | [atme | Size |
1 cafeblue208 bmp 1
Crigrial nage Transformed nage
Logo Files : 1 /258 Bitmap Selection Change Color Range Color

Logo Size Total : 1 7 256 KByte ; - '
o Open Fie wresion 0 [
Configuration R
+ Remowve J—

: d Reset
Prirter : Metapace T-3(Mono) Bl 100 I:I L & Mot Used
Download Mode : 1 Color thermal

Interface : UsB —Ji r

Part : LISB001:

Download..

Prirt — '7 B
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NV Image Tool

7) When the “Download..” button is clicked, pop-up window and the steps are different
based on printer model.

M NV Image Tool for Metapace ¥1.0.0

Mo, | PMatne | Size |
1 cafeblue208 bmp 1
Crignal Image Transformed Image
Logo Files : 1 /258 Bitmap Selection Change Color Range Color
Logo Size Tatal : 1 7 256 KBvte § - ‘sl
GpemlFl THRESHOLD  |? -
Configuration R ~
Remove J—
: = Reset
Prirter : Metapace T-3(Mono) il 100 I:I L & not Used
Download Mode : 1 Color thermal
Interface : UsB —Ji r
Port USB001:
Dovenlozd ..
L Value - I:I
Print '7 e

8) Download the mono image in thermal printer. After all images stored on the

corresponding printer are deleted, the image is downloaded. The image is assigned a
number according to the image list displayed on the screen.

Rev. 1.00

Metapace T-3{Mono) Image download dialog

Dovwnloading Status

Ready dovwnloading.

Dowvvnload Start ‘ Save File.. ‘

x]

Cancel




NV Image Tool

9) The “Print” button in the main screen can be used on each printer model to print and

test a stored image.

M NV Image Tool for Metapace ¥1.0.0

3

N0.| PMatne | Size |

1 cafeblue208 bmp 1

Loga Files : 1 1258 Bitmap Selection

Logo Size Total : 1 7 256 KByte

Download Mode : 1 Color thermal
Irterface : UsE
Port USB001:
Dovwvnload..

Crignal Image

Open File

Configuration
Remaove
Piott Setting
: = Reset
Printer : Metapace T-3(Mono)

Print

Change Color Range

THRESHOLD  |” -

R Yalue

o [

_Ji

L Value

o
Ji

Transformed Image

Colar

[ il

EXIT

{* Mot Used

10) Print the mono image in thermal printer. Configuration of expansion options and the
selection of the number of the image to be printed can be done when printing.

Print

Cluality
f+ Single High'Wide
" Double YWide
" Double High
" Double High'Wide

Printing Range
v Al

Header

t+ Mone Header

" &dd Header

Sample) 1-2 345, 7

%]

" Selection [

Exit
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