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NV Image Tool

1. Manual Information

The purpose of this manual is to provide information on the operation and usage
instructions of the NV Image Tool for the BIXOLON Printers.

This program helps you to download user-defined images to the flash memory in the
printer and to recall and print those images with fast speed.

2. Usage Environment
2-1 Operating System
Following operating systems are supported for usage.

Microsoft Windows 98

Microsoft Windows ME

Microsoft Windows 2000

Microsoft Windows XP

Microsoft Windows 2003 Server

Microsoft Windows Embedded For Point Of Service
Microsoft Windows Vista

2-2 Device Property

Use of this Utility is supported on the following property.

Download

Model Serial | Parallel | USB Ethernet Image Count Color mode
STP-103 0 ©) X X 255 Mono
STP-131 @) ©) X X 255 Mono
SRP-275 ©) O ©) O 255/10 Mono / Color
SRP-350 ©) O 6] 0 255 Mono

SRP-350N ®] ©) O O 255 Mono
SRP-350plus 6] 6] 0 0 255 Mono / Color
SRP-350plusF O X X X 255 Mono / Color
SRP-352plus 6] 6] 0 0 255 Mono / Color
SRP-370 ©) O 6] 0 255 Mono / Color
SRP-372 ©) O ©) O 255 Mono / Color
SRP-500 6] O ©) 0 255/ 10 Mono / Color

SRP-770 ®) @) ©) ©) 255 Mono

O: Supported
X: Unsupported
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3. Ready to NV Image Tool

NV Image Tool is included in the enclosed CD, and can also be downloaded from the
BIXOLON website.

(www.samsungminiprinters.com)

The Name of Execute File is “NV Image Tool(Ver3.x.x).exe”.

4. Usage of NV Image Tool
4-1 The beginning of NV Image Tool

1) Run the “NV Image Tool(Ver3.x.x) file.

2) Upon initiation of the program, the following main window will be appeared.

il ‘ hlame | Size |
1 1 hmp 8
2 logo bmp 1]
3 test.bmp 1
4 1 hmp 3
E Bixalon_1(37K).bmp 34
6 CeBIT bmp 2
7 Imaget bmg 75

Logo Files: 7 /256 Bitmap Selection Change Color Rance Colar

Logo Size Total: 120 /256 KEiyte ) - * Red
SIAL THRESHOLD |7 -
R

" Green

Remave
Port Setting - " Blue
Reset

e -
Prirter SRP-350plus Bvelle Hattszd

Configuration

Downlosd Mode @ 2 Color thermal Colat Change Select
Interface : usB (Invert to L Cartricoe )

Port : USB001: Download.

Pririt

Al
T

EXIT
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4-2 Communication Configuration

NV Image Tool

1) Click “Port Setting” button to set communication configuration.

1 1 bmp

2 logo bimp

i test bmp

4 1 hmp

5 Bixolon_1037K).bmp
B CeBIT himp

7 Image] bimp

Logo Files : 7/ 256
Logo Size Total : 120 /256 KByte

- Configuration

Port Setting

[~ Bitmay

X% Comm Configuration

-~ Step 1. Select Printer Model

SRP-350plus v1
- Step 2. Select Interface -
USE -
1~ Step 3. Set Configuration —
Part: |USBO0T -

S m
(o | -

Cancel J

Printer SRP-350plus
Dowvrload Made : 2 Colar thermal
Interface UsB

Port : USB001:

Donwnloac..

T
_| R Walue I1 oo

_—!—

o
J..—..

L alue

Print

-~ Color

R
IE:

@ Red
" Green
" Blue

Mot Lsad

Color Change Select
(Irvert to L Cartricoe )

EXIT

2) Select the Printer model. If the Printer is supported two-color mode, mono or two-color

mode can be selected.

X

¥ Comm Co nfiguration

A

Step 1. Select Printer Model

STPI0
Chap 2| STP131
=P cRp27s
SRP-350
SAP-350plus
SRP-380plustd ono
219 3 <. 3500l

1153 1) [R5
SRP-350M
SRP-352plus
SRP-3582plustdono
SRP-370Mono
SRP-370
SRP-372Mona
SRP-372
SRP-500

SRP-770Receipt
r 0K T Cancel ‘

* The choice of Mono / two-color mode is applied in SRP-350plus, SRP-350plusF, SRP-
352plus, SRP-370 and SRP-372 printer model. According to the choice of mode, the
command of sending image data is distinguished.

* SRP-275 and SRP-500 printer models that are supported two-color mode are no need

to choose it.
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3) Each printer model has different communication interface. Set the port and the
communication configuration that corresponds to the printer.

% Comm Co nfiguration

Step 1. Select Printer Madel

X

|SRP-350plus

Step 2. Select Interface

[~ |

Step 3] Faralel
LISE

(o]

{Ethenst |

Cancel ‘

3

¥ Comm Co nfiguration

Step 1. Select Printer Madel

| SRP-350pls ~|
Step 2. Select Interface
Serial -
Step 3. Set Configuration
Part : >
EBaudiate : |13200 -

DataBits : |8
StopBits : [1
ParityBits : [MOME

B

K

Fl

Cancel ‘

* In the Serial Interface, match the communication setting (COM port number and
Baudrate) to those of the printer.

4) After selecting the configuration press “OK” button to complete the communication
configuration setting, and press “Cancel” button to cancel the configuration selected.

4-3 Image List Management

The images can be opened / added, deleted in the Image list box using three buttons in

Bitmap selection. Only bmp type of image is available to download.

x|

Logo Files : 7 /256
Logo Size Total: 120 1 256 KByte

-~ Contiguration -

Port Setting ‘

o, Name Size =&
1 1bmp 3 ] 5@'@’ § bl 3
2 logo bimp o] Ca e [ “-]
3 test.bmp 1
4 1 bimp )
5 Bixolon_1{37K).bmp 34
6 CeBIT himp 3
i Imagge1 bimgp 75

Open

?)X)

Laok jn: | I Example of Bitmap

|+ ®Bef Er

s
|@ L.bmp

!@ Bixalon_1.bmp
i@ Bixaolon_2.bmp

@test .brp

i@ CeEIT.bmp
(e lago.bmp
Bitmap Selection ‘@
Open File
File name: |

Remove

Open

Reset

Files of tupe: | Image Files(" brop)

L] Cancel

Prirter : SRP-350plus
Dovenload Mode : 2 Colar thermal
Interface : usB

Port USB001:

R Walug 11 00
Dawenload. P
L value 122 -

Prirt

j;

" Mot Used

I
a Color Change Select
(Inwert to L Cartricge )

EXIT
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4-4 Change the Color

NV Image Tool

The color of image can be modified, when you use two color printers. Just try to move the
horizontal scroll bar as you can see in the picture.

Mo J Mame

| Size

1 bmp
logo.bmp
test.bmp

1 hmp

Bixolon_1(37K) bmp
CeBIT bmp
Image1 hmp

@t Rk

Logo Files: 74256
Logo Size Total: 120 /256 KByte

Configuration

Port Setting

Printer SRP-350plus
Dewvrlozdd Made : 2 Color thermal
Intertace UsB

Port UsB00:

Bitmap Selection

Open File
Remave
Reset

Download.

Pririt

ﬁ%’mﬁf [blu:]

[ NV Image Tool ver 3.1.5 3

Change Color Range Colar

THRESHOLD 268 - -
; e

r Color Change Select
(Invert to L Cartricdoe )

&« Red

" Green

" Blue

7 Rt Used

R Walue 100 I:I &
L walue

feo
_Ji

EXIT

4-5 Download the image

When the “Download..” button is clicked, pop-up window and the steps are different based
on printer model.

Rev. 2.03

Ma. J Mame

Size |

1 hmp
Iago bmp
test.bmp
1 bmp
Bixolon_1(37K).bmp
CeBIT himp
Imaged bmp

- B h)

3
o
1
3
34
3
75

Bitmap Selection

Fﬁ'mfé [blu:]

% NV Image Tool ver 3.1.5 X

Logo Files : 74 256 ~ Change Color Range Colar
Logo Size Total: 120 / 256 KByte & Red
Open File THRESHOLD (269 -
Configuration R e
Remove
Reset |
100 L r
Prirter SRP-350plus v alle l:l kofezd
Dowwnload Mode : 2 Color thermal | r Color Change Select
Interface : usB | (Invert to L Cartricdge )
Port - UsBO0t: Download

foo
Ji

L Value
EXIT




NV Image Tool

4-5-1 Download the mono image in thermal printer

* In the printer selection section of paragraph 4.2, when selecting between the STP-103,
STP-131, SRP-350, SRP-350N, SRP-350plus Mono, SRP-350plusF Mono, SRP-
352plus Mono, SRP-370 Mono, SRP-372 Mono, the Mono image download mode is
entered.

* Mono image download command uses the macro command “FS q”.
For further details, please refer to the commands manual of the corresponding model.

After all images stored on the corresponding printer are deleted, the image matching the
selected resolution level is downloaded. The image is assigned a number according to
the image list displayed on the screen.

SRP-350plusMono Image download dialog E|

Dovwnloading Status

Ready dovwnloading.

Dovynload Start ‘ Save File.. ‘ Cancel

4-5-2 Download the image in dot printer

* In the printer selection section of paragraph 4.2, when selecting between the SRP-275
and SRP-500, the Dot Printer image download mode is entered.

* The Dot Printer image download command uses the macro command “ESC g” and the
bit image command “ESC *”. For further details, please refer to the commands manual of
the corresponding model.

After all images stored on the corresponding printer are deleted, the image matching the
selected resolution level is downloaded. The image is assigned a number according to
the image list displayed on the screen.

Set resolution

SRP-275 Image download dialog

(* Single Density (SRP-300 : 104 x 96, SRP-275:
" Double Density (SRP-500 : 208 x 96, SRP-275: Dovwnloading Status
" Quad Density (SRP-500 ; 208 x 192, SRP-275 ;1 Ready downloading.

Ok

Dovynload Start ‘ Save File.. ‘ Cancel
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4-5-3 Download the color image in thermal printer

* In the printer selection section of paragraph 4.2, when selecting between the SRP-
350plus, SRP-350plusF, SRP-352plus, SRP-370, SRP-372, the color image download
mode is entered.

* The Color image download command uses the macro command “GS 8 L.
For further details, please refer to the commands manual of the corresponding model.

A special image address can be defined for downloading. Press the “Auto Address
Download” button of separate address definition is not required. After downloading, the
“Get Address” button can be used to recall the address value for the image stored on the
current printer.

SRP-350plus NV Download Manager rg|
Used Address Dowenload Status
It prirder interface is Avwailable printer flash memory . 260436 Biyte

USA, it doesn't dizplay
used addreszes

oo

Memory Function

Auto Address Dovenload
Get Address

User Defined Address

Delete Address Dovwnioad

Save File.. ‘ Ext

4-6 Save Print File

The “Save File” button shown in each download prompt window can be used to save in a
computer file format.
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4-7 Print the image

The “Print” button in the main screen can be used on each printer model to print and test a
stored image.

[ NV Image Tool ver 3.1.5 3
Il J hlame I Size | 9«@ ’@
1 1 bmp 3 g $
.
2 logo.bmp 0 Ca e [bl“ o]
3 test.bmp 1
4 1 hmp 3
a8 Bixolon_1(37K) bmp 34
6 CeBIT bmp 3,
7 Image1 hmp 75
Logo Files : 74256 Bitmap Selection Change Color Range Colar
Logo Size Total: 120 / 256 KEiyte ) - % Red
_ Open File wresion 22
-Configuration 3 oreen
Remave ! '_
Port Setting - " Blug
Reset
] | 2
Printer SRP-350plus ERals Rotiezd
Dowvnlosd Mode : 2 Color thermal I - Colot Change Select
Interface : usB h i | (Invert to L Cartricdoe )
Fart: UsB00t: Dowrlaad.
: = L walue
EXIT

4-7-1 Print the mono image in thermal printer

* In the printer selection section of paragraph 4.2, when selecting between the STP-103,
STP-131, SRP-350, SRP-350N, SRP-350plus Mono, SRP-350plusF Mono, SRP-

352plus Mono, SRP-370 Mono, SRP-372 Mono, the Mono image download mode is
entered.

* Mono image download command uses the macro command “FS q".
For further details, please refer to the commands manual of the corresponding model.

Configuration of expansion options and the selection of the number of the image to be
printed can be done when printing.

Print El

[uality Header
* Single Hightw/ide
" Double Wwide
" Double High
" Double Highvw/ide

* Mone Header

" Add Header

Printing F ange
| Sample] 1-2 345 7

" Selection |

Exit
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4-7-2 Print the image in dot printer

NV Image Tool

* In the printer selection section of paragraph 4.2, when selecting between the SRP-275

and SRP-500, the Dot Printer image download mode is entered.

* The Dot Printer image download command uses the macro command “ESC g”.
For further details, please refer to the commands manual of the corresponding model.

All stored images are printed.

4-7-3 Print the color image in thermal printer

* In the printer selection section of paragraph 4.2, when selecting between the SRP-
350plus, SRP-350plusF, SRP-352plus, SRP-370, SRP-372, the color image download

mode is entered.

* The Color image download command uses the macro command “GS (L".
For further details, please refer to the commands manual of the corresponding model.

After selecting the address of the image to print following the recall of the addresses of

all currently stored images, press the “Print” button to print.

Rev. 2.03

SRP-350plus

MY Image

[uln}

e |
_reroress |
_
o |

i




Appendix A. Release History

NV Image Tool

Version

Description

Release Date

Etc.

2.0

1% Release Version
Ul Updated(Easy control)

Dec. 1. 2003

2.1

2bit Bitmap Image antagonistic color Bug

Dec 27. 2003

2.2

Image Conversion Values Updated
File Size Limit Updated
File Open Bug

Feb 27. 2004

2.3

Add “Save Print File” Menu

Oct 11. 2004

3.1

Add Model Type (SRP-275, SRP-500, SRP-370)
Updated Image Change Algorism

Nov 16. 2004

3.2

Updated resolution (SRP-275, SRP-500)

Nov 19. 2004

3.3 beta

Updated Serial Interface : Supported Baudrate

Nov 21. 2004

3.4 beta

Updated Serial (read routine for SRP-370)

Dec 26. 2004

3.5

Updated Parallel Interface
Added SRP-372 model
Updated USB Interface

Jan 6. 2005

3.6

Updated Display Ul

Jan 31. 2005

3.7

Updated SRP-370,372 mono color supported
(select model SRP-350)

Updated SRP-770(version : receipt only) download
(select model SRP-350)

Add Error Message

Mar 15. 2005

3.8

Updated color conversion routine
Added “Download progress bar” for SRP-370
Updated Image list management

May 16, 2005

3.0.9

Updated Image list process
Updated Manual
Updated Version management(1ISO 9001)

Sep 21. 2005

3.1.0

Updated PrinterModel

(SRP-350 plus, SRP-770 receipt)

Updated Select Code Mode (2 color, mono color) :
SRP-370, 372, 350 plus

Updated Manual

Oct 20. 2005

3.1.1

Updated download function
Updated Ethernet download
Updated Manual

Updated User Interface

May 2. 2006

3.1.2

Updated “remove” function
Updated 2 color image printing
Added SRP-350plusMono

Oct 23. 2006

3.1.2a

Updated Image addressing
Updated USB download routine

Dec 15. 2006

3.1.3

Added SRP-350N
Integrated NV Image Tool of The Entire Model

Mar 13. 2007

3.1.4

Added SRP-352plus
Update download function
Update Image list management

Apr 9. 2007
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